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Planning Commission 
Staff Report 

 

TO: PLANNING COMMISSION / DESIGN REVIEW BOARD 

 

FROM: STEPHANIE BUBENHEIM, PLANNER II 

 (480) 503-6625, STEPHANIE.BUBENHEIM@GILBERTAZ.GOV 

 

THROUGH: CATHERINE LORBEER, AICP, PRINCIPAL PLANNER 

 (480) 503-6016, CATHERINE.LORBEER@GILBERTAZ.GOV 

 

MEETING DATE: JUNE 6, 2018 

 

SUBJECT: DR18-34, RETAIL CENTER AT SANTAN VILLAGE 

 

STRATEGIC INITIATIVE:  Economic Development 

To support new commercial development opportunities.  

RECOMMENDED MOTION 

 

Approve the Findings of Fact and approve DR18-34, Retail Center at San Tan: Site plan, 

landscaping, grading and drainage, elevations, floor plans, lighting, colors and materials for 

approximately 2.57 acres, generally located north of the northwest corner of Santan Village 

Parkway and Market Street, and zoned Regional Commercial (RC) with a Planned Area 

Development (PAD) overlay. 

 

APPLICANT/OWNER 
Company: Vertical Design Studios Company: Avalon Investments, Inc.  

Name: Trish Flower Name: Chris Johnson 

Address: 4650 E. Cotton Center Blvd. #140 Address: 10611 N. Hayden Road #D-103 

 Phoenix, AZ 85040  Scottsdale, AZ 85260 

Phone: 602-393-9353 Phone: 480-376-8750 

Email: tflower@verticaldesignstudios.com Email: chris@avaloninvestmentsinc.com 
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BACKGROUND/DISCUSSION 

History 

 

Date Description 

January 25, 1999 Town Council approved Z98-27 by adopting Ordinance No. 1142, 

rezoning approximately 523 acres from R-43 (Maricopa County 

Rural Residential) to PAD (Planned Area Development) with the 

underlying zoning designation of C-2 (General Commercial). 

November 16, 1999 Town Council approved Ordinance No. 1230 by adding and 

rezoning 63 acres from R-43 (Maricopa County Rural) to C-2 with 

underlying PAD; adding new conditions; amending the 

development plan of Crossroads Center Planned Area Development. 

December11, 2003 Design Review Board approved DR03-97, Phase II at Santan 

Village Marketplace. 

March 9, 2006 Design Review Board approved a master sign plan and entry 

features for Parcels G-1 and G-2 at Santan Village Marketplace 

(DR05-139). 

December 14, 2006 Design Review Board approved DR06-102, the Final Design 

Review for Santan Village Marketplace. 

March 18, 2014 Staff administratively approved DR05-139-E to amend Santan 

Village Master Sign Plan Phases 3, 4, 5 – Parcels G1 and G2. 

July 9, 2015  Design Review Board approved DR15-06, Shops at San Tan Parcel 

G-1 on the subject site for an 8,400 sq. ft. multi-tenant building and 

a 3,000 sq. ft. drive-thru limited service restaurant.  Site was never 

developed under the approved plan and a new design concept has 

been submitted to the town. 

May 2, 2018 The Planning Commission reviewed DR18-34 (Retail Center at San 

Tan) as a Study Session item. 

 

Overview 

 

The subject property is located north of the northwest corner of Santan Village Parkway and 

Market Street.  The irregular shaped property consists of 2.57 acres and is zoned RC with a 

Planned Area Development (PAD) overlay and is part of the Gilbert Crossroads Center PAD 

more commonly known as SanTan Village Marketplace.   

 

Two freestanding commercial buildings are proposed on the site. Pad A is a 3,300 sq. ft. drive-

thru limited service restaurant with a 574 sq. ft. patio.  Pad B is an 8,540 sq. ft. single-tenant 

office building with automotive service shop.  The site is located within the Central 202 Growth 

Area and Vertical Overlay No. 5 with close access to the Santan 202 Freeway at Williams Field 

Road and Santan Village Parkway.  The site is part of Parcel G-1 of the Gilbert Crossroads 

Center PAD (Ordinance No. 1230) and the two types of uses are permitted in the PAD.  

 

There was a previously approved Design Review for the site in 2015 for two pad sites; Pad 1 was 

to be an 8,400 sq. ft. commercial building for in-line shops and Pad 2 was for a 3,000 sq. ft. 

drive-thru limited service restaurant.  The approval consisted of site plan, landscaping, grading 
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and drainage, elevations, floor plans, colors and materials, and lighting for the site but 

construction never began.  The current proposal has a new layout and new buildings, requiring a 

new design review.    

 

Surrounding Land Use & Zoning Designations: 

 Existing Land Use 

Classification 

Existing Zoning Existing Use 

North Regional Commercial 

(RC) 

Santan Village Parkway 

then Regional Commercial 

with Planned Area 

Development overlay (RC 

PAD) 

Santan Village Parkway 

then SanTan Village 

commercial complex 

South Regional Commercial 

(RC) 

Regional Commercial with 

Planned Area Development 

overlay (RC PAD) 

Jackson’s Car Wash and 

Shell Gas Station 

East  Regional Commercial 

(RC) 

Regional Commercial with 

Planned Area Development 

overlay (RC PAD) 

SanTan Village 

commercial complex 

West Residential >14-25 

DU/Acre and 

Residential>8-14 

DU/Acre 

Multi-Family/Medium 

(MF/M PAD) and Multi-

Family/Low (MF/L PAD) 

Multi-Family Apartments 

(Borrego at Spectrum) 

and Multi-Family 

Condominiums 

(Inspiration at Annecy) 

Site Regional Commercial 

(RC) 

Regional Commercial with 

Planned Area Development 

overlay (RC PAD) 

Vacant 

 

Project Data Table 

Site Development Regulations 

 
Required per 

LDC/Ordinance No. 1230 

Proposed 

Maximum Building Height 55’ 29’2” 

Minimum Building Setbacks   

Front to ROW 25’ 25’ 

Side to non-residential 0’ internal to PAD 32’ 

Rear to residential 40’ 66’ 

Separation Between Buildings 15’ 115’ 

Minimum Required Perimeter 

Landscape Area 

  

Front to ROW 25’ 25’ 

Side to non-residential 0’ internal to PAD 15’ 

Rear to residential 10’ 15’ 

Landscaping (% of net lot area) 15% 40.8% 
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DISCUSSION   

Site 

The 2.57 acre site is triangular with pre-determined access locations, significant setbacks and 

limited area for development.  The applicant was required to locate the buildings as close to 

Santan Village Parkway as possible in order to meet setbacks from adjacent multi-family 

residential.  The applicant has located 3,300 sq. ft. of drive-thru limited service restaurant with 

574 sq. ft. patio within the Pad A designation.  Pad B is proposed for an 8,540 sq. ft. single-

tenant office building with automotive service shop.   

 

The offsite improvements are in place and include curb and gutter, as well as a meandering 

sidewalk and street lights along Santan Village Parkway.  An existing driveway is located at the 

north end of the site and is served by a median break in Santan Village Parkway.  A shared 

driveway is located on the south property line providing right-in/right-out access to Santan 

Village Parkway.  The main entry to the site is 700’ north of the Santan Village Parkway / 

Market Street intersection.  The secondary entry is a shared drive with the carwash/gas station to 

the south.  An existing painted and stone column 6’-8’ high masonry screen wall is in place 

along the west property line abutting multi-family.  The site provides 80 parking spaces, 17 over 

the required amount for the RC zoning district.  The applicant has diligently worked with 

Planning, Traffic, Public Works and Landscape staff to make this challenging site function per 

Code and Town standards.     

 

Typically, staff does not recommend locating drive-thru lanes directly adjacent to major arterial 

roads.  However, due to the irregular shape of the site, setback requirements and access points, 

staff and the applicant have determined this to be the best layout for the site/uses.  Staff has 

worked with the applicant to revise the drive-thru exit lane in order to mitigate potential traffic 

congestion issues with vehicles entering the site at the main entry; a turning template was 

submitted and is part of the attached exhibits.   

 

Landscape 

The overall landscape provided is consistent with the Santan Village streetscape.  The street trees 

include Willow Acacia, Mexican Bird of Paradise, Sissoo, Desert Museum Palo Verde and 

Southern Live Oak with Date Palms at the secondary entrance.  Shrubs such as Baja Fairy 

Duster, Valentine, Lynn’s Legacy, Petite Pink Oleander, Mexican Petunia, Orange Jubilee, and 

Yellow Bells help to fill the understory.  Ground covers are a combination of Desert Carpet, 

Purple Lantana, New Gold Lantana, and Express Rose decomposed granite/rip rap.  The 

landscape area is comprised of 40.8% of the site.   

 

Grading and Drainage 

There is an existing east/west irrigation ditch on the site that will be removed with development.  

Drainage is provided through surface retention basins and underground retention.  The north 

acute triangle of the site is used for surface retention as well as two other smaller triangles along 

the west side of the property mid parcel and near the southwest corner of the site. There is a 

proposed storm drain pipe gathering the Santan Village Parkway roadway drainage to the 

underground retention pipe on site, located within the mid-parcel retention basin on the west side 

of the property.  The proposed grading and drainage plan generally meets the requirements of the 

Town of Gilbert’s Engineering Division.  
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Elevations, Floor Plan, Colors and Materials 

The color palette for the center is the approved palette for SanTan Village Marketplace.  The 

palette for the site is tans and browns with some green and gray accents.  Architectural features 

were pulled from nearby buildings within SanTan Village Marketplace to tie into the two 

proposed new buildings while still contributing to a more contemporary look. 

 

Based on Planning Commission comments from the May 2, 2017 Study Session, the architect 

has added more features to Pad A and Pad B, providing ample articulation around all four sides 

of each building.  The architect has also noted that the Superlite block in Tierra Brown has 

created a more mauve color that was not intended for the site.  The architect would like to update 

the Superlite block to Modesto to follow a brown color scheme that will match the buildings 

across Santan Village Parkway, a condition of approval has been added. 

   

The freestanding drive-thru limited service restaurant has a main body of stucco painted 

Accessible Beige, with accents of Gray Matters, fiber cement vintagewood in Bark, cultured 

stone in Aspen and Superlite block in Modesto.  The Superlite block is used as an accent along 

the bottom of the building and columns for the outdoor patio.  The fiber cement vintagewood in 

Bark is used along the elevation fronting Santan Village Parkway to provide more visual interest 

to the building.  The faux wood is used on both sides of the drive-thru canopy area while an 

accent of cultured stone is used for blocking around the drive-thru window/canopy area, as well 

as the two entrances to the restaurant.  Stone has been added to the south elevation and wraps to 

the west elevation.  Awnings of metal standing seam in Galvalume are located over the windows.  

The same metal material is used for the full cover drive-thru canopy and outdoor patio area.  The 

man doors are painted to match Accessible Beige so that they blend into the wall that can be seen 

along Santan Village Parkway.  The total height of the one-story limited service restaurant is 27’-

2”.  

 

The single-tenant office building with auto service shop uses the same color and materials palette 

along with a stucco accent color Bunglehouse Gray that is used for blocking and making the 

office use the prominent part of the building.  A flat steel canopy is used over the entrance and 

wraps around to the east elevation facing Santan Village Parkway; the same steel canopy has 

been added over all service bay doors to add visual interest when the bay doors are open during 

business hours.  There are awnings over two windows on the east elevation and awnings over 

steel green screens on the south elevation facing the car wash and the north elevation.  Six 

service bay doors occupy two sides of the building.  Per LDC Section 2.305.D.2.b., service bays 

located within 200 feet of property designated for residential use in the General Plan shall not 

face the adjacent residential property.   The building is oriented closer to Santan Village Parkway 

and is over 100’ away from the west property line abutting residential with the service bay doors 

facing towards the car wash/gas station and to the north.  The total height of the office/auto 

service shop building is 29’-2”. 

 

Lighting 

The parking lot lights within the site are meeting distance requirements to residential and 

property lines and all light poles are at a height of 14’.  The building wall light fixtures are 
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modern sconces, canopy surface mounted lights and or/ emergency lights, none exceed a 

mounted height of 14 feet.  All site lighting will be required to comply with Town codes.   

 

Signage 

The freestanding entry walls and monument sign locations are consistent with the SanTan 

Marketplace Master Sign Program.  The location for these signs is noted on the site plan.  Wall 

signs shall be in conformance with the SanTan Marketplace Master Sign Program.  Signage is 

not included in this approval.  Administrative Design Review approval is required prior to 

permitting.   

 

Planning Commission Comments from Study Session conducted on April 4, 2018.  
 

During the Study Session, the following comments were brought forth by the Planning 

Commission Members: 

 

1. Commissioners discussed the drive-thru exit on Pad A and vehicles entering the site at 

the north entrance. 

- The project was evaluated for a safe drive-thru exit.  A turning movement was 

provided showing the vehicle movement exiting the drive-thru, with still enough 

width for a vehicle to enter the site off of Santan Village Parkway while a vehicle is 

exiting the drive-thru. 

 

2. Commissioners were concerned with ADA accessible route around Pad A. 

- The drawings were revised to show that the patio area will not be fully enclosed, 

providing adequate ADA access.  A column has been relocated to provide enough 

spacing between the entrance and closest parking space overhang. 

 

3. Commissioners requested more architectural features for south and east elevations on Pad 

A as they will be seen from Santan Village Parkway. 

- Pad A Elevations have been revised to add more articulation around the building.  

Stone has been added to the south elevation to enhance the Accessible Beige colored 

wall and break up massing.  The stone feature wraps around to the west elevation.  

The stone accent and roofline on the north elevation has been further extended along 

the east elevation.  On the east elevation, faux wood fiber cement board has been 

added on both sides of the drive-thru canopy area to provide more architectural 

features and make the building more appealing along Santan Village Parkway. 

 

4. Commissioners noted the absence of architectural features around the bay doors on Pad 

B. 

- Pad B Elevations have been revised to include awnings over all bay doors, matching 

the awning at the main entrance.  Superlite masonry block in Modesto has been added 

around the service bay doors on the north and south elevations, the block wraps 

around the west elevation.   

 

5. Commissioners asked about queueing at the service bay doors fronting the shared access 

road with the car wash. 
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- The site is irregular and limits the layout of the proposed building.  The service bay 

doors are over 80 feet from the shared access drive entrance.  There is also 

approximately 14 feet distance from the service bay door to the shared access drive 

and the proposed landscaping along the shared access does not inhibit sight visibility.  

If vehicles are backed out of the service bay employees must use a spotter per 

standard operating procedures of the use proposed.    

 

PUBLIC NOTIFICATION AND INPUT 

An official notice was posted in all the required public places within the Town and neighborhood 

notice was provided per the requirements of the Land Development Code (LDC) Article 5.205.  

Staff has received no comment from the public. 

 

STAFF RECOMMENDATION 

Approve the Findings of Fact and approve DR18-34, Retail Center at San Tan: site plan, 

landscape, grading and drainage, elevations, floor plans, lighting, colors and materials for 

approximately 2.57 acres, generally located north of the northwest corner of Santan Village 

Parkway and Market Street, and zoned Regional Commercial (RC) with a Planned Area 

Development (PAD) overlay, subject to conditions: 

 

1. Construction of the project shall conform to the exhibits approved by the Planning 

Commission at the June 6, 2018 public hearing.  

 

2. The construction site plan documents shall incorporate the Standard Commercial and 

Industrial Site Plan Notes adopted by the Design Review Board on March 11, 2004. 

 

3. Signage is not included in this approval.  Administrative Design Review approval is 

required prior to submitting for sign permits.  

 

4. Superlite colored masonry block in “Tierra Brown” shall be replaced with Superlite 

colored masonry block in “Modesto”. 

 

 

Respectfully submitted, 

 
Stephanie Bubenheim  

Planner II 

 

Attachments and Enclosures:  

 

1) Findings of Fact 

2) Notice of Public Hearing 

3) Aerial Photo  

4) Site Plan 
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5) Turning Template 

6) Landscape 

7) Grading and Drainage 

8) Colors and Materials 

9) Elevations 

10) Floor Plans 

11) Lighting 
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FINDINGS OF FACT 

DR18-34, Retail Center at San Tan 
 

 

1. The project as conditioned is consistent with the applicable Design Guidelines; 

 

2. The project conforms to the General Plan, and specifically to the Land Use, Community 

Design, and Environmental Planning Elements; 

 

3. The project is consistent with all applicable provisions of the Zoning Code; 

 

4. The project is compatible with adjacent and nearby development; and 

 

5. The project design provides for safe and efficient provisions of public services. 

 

DR18-34: Retail Center at San Tan Village 
Attachment 1 - Findings of Fact 
June 6, 2018
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REQUESTED ACTION:

PLANNING  COMMISSION DATE:

LOCATION: Gilbert Municipal Center
Council Chambers
50 E. Civic Center Drive
Gilbert, Arizona 85296

APPLICANT: Vertical Design Studios
CONTACT:  Trish Flower
ADDRESS: 4650 E Cotton Center Blvd, Ste. 140
Phoenix, AZ 85040

* The application is available for public review at the Town of Gilbert Development Services division Monday - Thursday 7 a.m. - 6 p.m.  Staff reports are
available the Monday prior to the meeting athttps://www.gilbertaz.gov/departments/development-services/planning-development/planning-commission

SITE LOCATION:

±0 340 680170 Feet

* Call Planning Department to verify date and time:
(480) 503-6625

Notice of Public Hearing
Wednesday, June 6, 2018* TIME: 6:00 PM

TELEPHONE: (602) 393-9353
E-MAIL: tflower@verticaldesignstudios.com

DR18-34, RETAIL CENTER AT SAN TAN VILLAGE: Site plan, landscaping, grading and drainage, building
elevations, colors and materials, and lighting for approximately 2.57 acres, generally located north of the northwest 
corner of Santan Village Parkway and Market Street, and zoned Regional Commercial (RC) with a Planned Area 
Development (PAD) overlay. 

GILBERT

SITE

DR18-34: Retail Center at San Tan Village 
Attachment 2 - Notice of Public Hearing 
June 6, 2018
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Retail Center at San Tan Village
S Santan Village Parkway and Market Street

DR18-34: Retail Center at San Tan Village 
Attachment 3 - Aerial Photo
June 6, 2018



DR18-34: Retail Center at San Tan Village 
Attachment 4 - Site Plan
June 6, 2018



DR18-34: Retail Center at San Tan Village 
Attachment 5 - Turning Template
June 6, 2018
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DR18-34: Retail Center at San Tan Village 
Attachment 6 - Landscape
June 6, 2018
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SISSOO TREE

trees
qtysizecommon name

botanical name

plant legend

accents

inerts

1/2" SCREENED DECOMPOSED GRANITE

6" - 12" FRACTURED RIP RAP

EXPRESS ROSE

EXPRESS ROSE

46,567

2475

2

MEXICAN PETUNIA
RUELLIA BRITTONIANA 5 GAL. 93

groundcover

LEUCOPHYLLUM LANGMANIAE
'LYNN'S LEGACY'
'LYNN'S LEGACY' LEUCOPHYLLUM

CAESALPINIA MEXICANA 
MEXICAN BIRD OF PARADISE

6

24"
BOX

24"
BOX

24"
BOX

24"
BOX

24"
BOX

emitters

(5 @ 
1.0 GPH) 

(5 @ 
1.0 GPH) 

1.0 GPH) 

(6 @ 
1.0 GPH) 

(5 @ 

(6 @ 
2.0 GPH) 

AGAVE WEBERII
WEBERS AGAVE

5 GAL. 9

205 GAL.

S.F.

S.F.

YELLOW BELLS
TECOMA STANS 5 GAL. 42

365 GAL.TECOMA ALATA
ORANGE JUBILEE

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(1 @ 

1.0 GPH) 
(5 @ 

45 GAL.BOUGAINVILLEA 'BARBARA KARST'
BARBARA KARST BOUGAINVILLEA

vines

ECHINOCACTUS GRUSONII
GOLDEN BARREL

5 GAL. 19
1.0 GPH) 
(1 @ 

FIRE HYDRANT -3'-0" CLEAR OF ALL PLANT MATERIAL

PROPOSED TRANSFORMER LOCATION. MAINTAIN
3' ACCESS & CLEARANCE AROUND ALL EDGES.
ALLOW FOR 12' CLEAR OPERATIONAL AREA
IMMEDIATELY IN FRONT OF TRANSFORMER.

SIGHT DISTANCE LINE PER CITY REQUIREMENTS

DECOMPOSED GRANITE IN ALL PLANTING AREAS

PROPERTY LINE / RIGHT OF WAY LINE

planting key notes

PROPOSED SIDEWALK. 

 MONUMENT SIGN. SEE SEE ARCHITECT'S SITE PLAN

ACCESSIBLE RAMP. SEE CIVIL ENG. PLANS.

EXISTING SIDEWALK

SCREEN WALL. SEE ARCHITECT'S SITE PLAN

1

2

3

4

5

7

6

8

9

10

11

TRASH ENCLOSURE

12

SIGHT LIGHTING FIXTURE (TYPICAL)
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3,298 SQ. FT.
3'-6" DOOR

SAN TAN TRASH ENCLOSURE - SINGLE

3,499 S.F.

5,041 S.F.

8,540 S.F.

3'-0" DOOR

F.A.C.P.

key map
not to scale
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Change to "Modesto"

DR18-34: Retail Center at San Tan Village 
Attachment 8 - Colors and Materials
June 6, 2018



Two doors relocated
to underneath stone
feature on south
elevation.

DR18-34: Retail Center at San Tan Village 
Attachment 9 - Elevations 
June 6, 2018





DR18-34: Retail Center at San Tan Village 
Attachment 10 - Floor Plans
June 6, 2018





DR18-34: Retail Center at San Tan Village 
Attachment 11 - Lighting 
June 6, 2018



Specifications
EPA: 1.2 ft2

(0.11 m2)

Length: 17-1/2”
(44.5 cm)

Width: 17-1/2”
(44.5 cm)

Height: 7-1/8”
(18.1 cm)

Weight 
(max):

36 lbs.
(16.4 kg)

KAD LED
LED Area Luminaire

Ordering Information EXAMPLE: KAD LED 40C 1000 40K R5 MVOLT SPD04 DDBXD

Catalog 
Number

Notes

Type

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
© 2012-2017 Acuity Brands Lighting, Inc.  All rights reserved.

Hit the Tab key or mouse over the page to see all interactive elements.

L

H

KAD LED

  Series LEDs Drive current CCT Distribution Voltage Mounting3

KAD LED 20C 1 20 LEDs
30C 1 30 LEDs
40C 40 LEDs
60C 60 LEDs

530 530 mA1

700 700 mA
1000 1000 mA 

30K 3000 K

40K 4000 K

50K 5000 K

R2 Type II

R3 Type III

R4 Type IV
R5 Type V

MVOLT
120 2

208 2

240 2

277 2

347 1

480 1

Shipped included
SPUMBAK__ Square pole universal mounting adaptor 4

RPUMBAK__ Round pole universal mounting adaptor 4

SPD__ Square pole
RPD__ Round pole
WBD__ Wall bracket
WWD__ Wood pole or wall

04 4" arm
06 6" arm
09 9" arm 3

12 12" arm 3

Shipped separately
DAD12P Degree arm 

(pole)
DAD12WB Degree arm 

(wall)
KMA Mast arm 

external 
fitter

Options Finish (required)

Shipped installed
PER5 NEMA twist-lock five-wire receptacle only  

(no controls) 5

PER7 Seven-wire receptacle only (no controls) 5

SF Single fuse (120, 277, 347V) 2

DF Double fuse (208, 240, 480V) 2

PIR Bi-level, motion/ambient sensor, 8-15’ mounting 
height, ambient sensor enabled at 5fc 6,7

PIRH Bi-level, motion/ambient sensor, 15-30’ mounting 
height, ambient sensor enabled at 5fc 6,7

PIR1FC3V Bi-level, motion/ambient sensor, 
8-15’ mounting height, ambient 
sensor enabled at 1fc 6,7

PIRH1FC3V Bi-level, motion/ambient sensor, 
15-30’ mounting height, ambi-
ent sensor enabled at 1fc 6,7

BL30 Bi-level switched dimming, 
30% 7,8,9

BL50 Bi-level switched dimming, 
50% 7,8,9

PNMTDD3 Part night, dim till 
dawn 7,10

PNMT5D3 Part night, dim 5 
hrs 7,10

PNMT6D3 Part night, dim 6 
hrs 7,10

PNMT7D3 Part night, dim 7 
hrs 7,10

HS Houseside shield 11

Shipped separately 11

WG Wire guard

DDBXD Dark bronze
DBLXD Black
DNAXD Natural 

aluminum
DWHXD White

DDBTXD Textured dark 
bronze

DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white

Rev. 02/07/17

KAD-LED

Capable Luminaire
This item is an A+ capable luminaire, which has been 
designed and tested to provide consistent color 
appearance and system-level interoperability.

• All configurations of this luminaire meet the Acuity 
Brands’ specification for chromatic consistency

• This luminaire is A+ Certified when ordered with DTL® 
controls marked by a shaded background. DTL DLL 
equipped luminaires meet the A+ specification for 
luminaire to photocontrol interoperability1

• This luminaire is part of an A+ Certified solution for 
ROAM®2 or XPoint™ Wireless control networks, 
providing out-of-the-box control compatibility with 
simple commissioning, when ordered with drivers and 
control options marked by a shaded background1

To learn more about A+,  
visit www.acuitybrands.com/aplus.

1. See ordering tree for details.

2. A+ Certified Solutions for ROAM require the order  
 of one ROAM node per luminaire. Sold Separately: 
Link to Roam; Link to DTL DLL

A+ Capable options indicated  
by this color background.

SA

http://www.lithonia.com
http://www.lithonia.com/commercial/kad-led.html
http://www.designlights.org
http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
http://www.lithonia.com
http://www.lithonia.com/Micro_Webs/NightTimeFriendly/
http://www.acuitybrands.com/products/controls/roam
http://www.acuitybrands.com/products/detail/318243/Dark-to-Light/DLL-Series/DLL-Elite


Inverted available with 
WLU option only.

WSR LED

  Series Light Engines Performance 
Package Distribution Voltage Mounting Options Finish (required)

WSR LED 1 One engine
(10 LEDs)

2 Two engines
(20 LEDs)

700 mA options:
10A700/30K 3000K
10A700/40K 4000K
10A700/50K 5000K

SR2 Type II
SR3 Type III
SR4 Type IV

MVOLT 1

120 2

208 2

240 2

277 2

347 2

480 2

Shipped included
(blank) Surface mount
UT5 Uptilt 5 degrees
Shipped separately 2

BBW Surface-mounted 
back box

Shipped installed
PE Photoelectric cell, button type 2, 4, 5

SF Single fuse (120, 277, 347V) 2

DF Double fuse (208, 240, 480V) 2

DMG 0-10V dimming driver (no controls)
ELCW Emergency battery backup, non CEC 

compliant 6,7

WLU Wet location door for up orientation 8

PIR Motion/ambient light sensor 9

DS Dual switching 10

SPD Separate surge protection 11

Shipped separately 
VG Vandal guard 
WG Wire guard 

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DSSXD Sandstone
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white
DSSTXD Textured sandstone

WSR LED
Architectural Wall Sconce

Luminaire

Ordering Information EXAMPLE: WSR LED 2 10A700/40K SR3 MVOLT DDBTXD

Catalog 
Number

Notes

Type

Height: 7-1/4”
(18.4 cm)

Width: 18”
(45.7 cm)

Depth: 9”
(22.8 cm)

Weight: 17 lbs
(7.7 kg)

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
© 2011-2017 Acuity Brands Lighting, Inc.  All rights reserved.

Hit the Tab key or mouse over the page to see all interactive elements.

Optional Back Box (BBW)

Height: 4”
(10.2 cm)

Width: 5-1/2”
(14.0 cm)

Depth: 1-1/2”
(3.8 cm)

5-1/2

4H

W 1-1/2DFor 3/4” NPT 
side-entry 
conduit

Specifications

Introduction

The classic Architectural Wall Sconce is now 
available with the latest in LED technology. The 
result is a long-life, maintenance-free product with 
typical energy savings of 75% compared to metal 
halide versions. The integral battery backup option 
provides emergency egress lighting, without the 
use of a back-box or remote gear, so installations 
maintain their aesthetic integrity.

The WSR LED is ideal for replacing existing 50 – 
175W metal halide wall-mounted products. The 
expected service life is 20+ years of nighttime use.   

W

H

D

NOTES
1 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 
2 Single fuse (SF) requires 120V, 277V or 347V options. Double fuse (DF) requires 208V, 240V or 480V options,
3 Must be ordered with fixture; cannot be field installed.
4 Specify 120, 208, 240 or 277 options only ordering with photocell.
5 Not available with 480V option. Not available with motion/ambient light sensor (PIR).
6 Integral battery pack is rated for -20° to 60°C operating temperature. ELCW warranty is 3-year period. Not 

available with 347V or 480V. Not available with WLU.
7 Cannot be used in California. Not qualified under CEC T20 requirements. 
8 WLU not available with PIR or ELCW.
9 See PIR Table.
10 Provides 50/50 luminaire operation via two independent drivers and light engines on two separate circuits.  

Not available with one engine, MVOLT, ELCW, WLU, SF, or DF.  Must specify voltage; voltage must be the 
same for both drivers. When ordered with photocell (PE) or motion sensor (PIR), only the primary power 
source leads will be controlled. 

11 See electrical section on page 2 for more details.

WSR-LED

Rev. 11/01/17

Accessories
Ordered and shipped separately. 

WSBBW DDBXD U Surface mounted back box

SC

http://www.lithonia.com/commercial/WSR-LED.html?pt=Outdoor
http://www.lithonia.com/commercial/WSR-LED.html?pt=Outdoor
http://www.lithonia.com/Micro_Webs/NightTimeFriendly/
http://www.lightingfacts.com/
http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
http://www.lithonia.com
http://www.lithonia.com


TM

CORE 300 SX
surface mount

Source Xicato XTM LED module - up to 3000 lumens
C.C.T. 2700K, 3000K, 3500K or 4000K

Color Consistency 1x2 SDCM (MacAdam) along BBL, CCT +/- 40K to 70K, Duv +/- .001
CRI (Ra)

Driver / Location

Input Voltage

Reflector
Material

Finish
Weight

Location
Approvals

L80 Life
Warranty
IES Files

Modifications

83 or 98
Included / Remote mount or deep canopy options

Up to 36 watts max, depending on LED module / driver
100 to 277VAC, phase dimmable versions are 120VAC only

20°, 40° or 60° - field replaceable without tools
CNC machined aluminum with stainless steel hardware
Powder coat - TGIC polyester for exterior and interior use
4 lb. [1.8 kg]
Listed for Wet & Damp locations
ETL Listed to UL 1598, 2108, 8750 and CSA C22.2# 9 & #250.0
> 50,000 hours at 80% lumen maintenance based on IESNA LM-80-08
Lifetime Limited Warranty - see warranty for details
LM-79-08 IES files available at www.v2LightingGroup.com/downloads
Any modification or customization is possible - consult factory 

SPECIFICATIONS

PROJECT

rev 151207  ©2015 v2 Lighting Group, Inc.  Specifications subject to change without notice. v2Light ingGroup.com   1

Power

ORDERING LOGIC

Driver Mounting
Model Location Dimming Location Output CRI * C.C.T. Reflector Shell Options

C3SM - - - -
R=Remote N=None D=Damp 07=700 lm 83=83 27=2700K 20=20° XX
D=Deep P=Phase W=Wet 10=950 lm 98=98* 30=3000K 40=40° (see chart on page 4)
     Canopy V=0-10V 13=1300 lm 35=3500K 60=60°

Z=Other 20=2000 lm 40=4000K ZZ=Custom
30=3000 lm

* 98 CRI not available in 3000 lm

Example Part Number: C3SM-NND-20832740-S3
CORE 300 SX Surface Mount - Remote Driver, No Dimming, Damp Location - 2000 lm, 83 CRI, 2700K, 40° Reflector - S3 Red Shell

Job

Type

Part #

Notes

4001580

LOCATION

WET!"# DIMMABLE
I N D O O R

OUTDOOR

Dimming 0-10V or phase dimming to 10% standard; DALI, DMX and 1% dimming available 

GroupLighting

SD



TM

CORE 300 SX
sconce

Source Xicato XTM LED module - up to 3000 lumens
C.C.T. 2700K, 3000K, 3500K or 4000K

Color Consistency 1x2 SDCM (MacAdam) along BBL, CCT +/- 40K to 70K, Duv +/- .001
CRI (Ra)

Driver / Location

Input Voltage

3FnFDUPS
Material

Finish
Weight

Location
Approvals

L80 Life
Warranty
IES Files

.PEJmDBUJPOT

83 or 98
Included / Remote mount or deep canopy options

Up to 36 watts max, depending on LED module / driver
100 to 277VAC, phase dimmable versions are 120VAC only

��¡���¡�PS���¡���mFME�SFQMBDFBCMF�XJUIPVU�UPPMT
CNC machined aluminum with stainless steel hardware
Powder coat - TGIC polyester for exterior and interior use
4 lb. [1.8 kg]
Listed for Wet & Damp locations
ETL Listed to UL 1598, 2108, 8750 and CSA C22.2# 9 & #250.0
> 50,000 hours at 80% lumen maintenance based on IESNA LM-80-08
Lifetime Limited Warranty - see warranty for details
-.�������*&4�mMFT�BWBJMBCMF�BU�XXX�W�-JHIUJOH(SPVQ�DPN�EPXOMPBET
"OZ�NPEJmDBUJPO�PS�DVTUPNJ[BUJPO�JT�QPTTJCMF���DPOTVMU�GBDUPSZ�

SPECIFICATIONS

PROJECT
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Power

ORDERING LOGIC

Driver Mounting
Model Location Dimming Location Output CRI * C.C.T. Reflector Shell Options

C3SS - - - -
R=Remote N=None D=Damp 07=700 lm 83=83 27=2700K 20=20° XX
D=Deep P=Phase W=Wet 10=950 lm 98=98* 30=3000K 40=40° (see chart on page 4)
     Canopy V=0-10V 13=1300 lm 35=3500K 60=60°

Z=Other 20=2000 lm 40=4000K ZZ=Custom
30=3000 lm

* 98 CRI not available in 3000 lm

Example Part Number: C3SS-RND-20832740-S3
CORE 300 SX Sconce - Remote Driver, No Dimming, Damp Location - 2000 lm, 83 CRI, 2700K, 40° Reflector - S3 Red Shell

Job

Type

Part #

Notes

4001580

LOCATION

WET!"# DIMMABLE
I N D O O R

OUTDOOR

Dimming 0-10V or phase dimming to 10% standard; DALI, DMX and 1% dimming available 

GroupLighting

SF



TM

CORE 300 SX
surface mount

Source Xicato XTM LED module - up to 3000 lumens
C.C.T. 2700K, 3000K, 3500K or 4000K

Color Consistency 1x2 SDCM (MacAdam) along BBL, CCT +/- 40K to 70K, Duv +/- .001
CRI (Ra)

Driver / Location

Input Voltage

Reflector
Material

Finish
Weight

Location
Approvals

L80 Life
Warranty
IES Files

Modifications

83 or 98
Included / Remote mount or deep canopy options

Up to 36 watts max, depending on LED module / driver
100 to 277VAC, phase dimmable versions are 120VAC only

20°, 40° or 60° - field replaceable without tools
CNC machined aluminum with stainless steel hardware
Powder coat - TGIC polyester for exterior and interior use
4 lb. [1.8 kg]
Listed for Wet & Damp locations
ETL Listed to UL 1598, 2108, 8750 and CSA C22.2# 9 & #250.0
> 50,000 hours at 80% lumen maintenance based on IESNA LM-80-08
Lifetime Limited Warranty - see warranty for details
LM-79-08 IES files available at www.v2LightingGroup.com/downloads
Any modification or customization is possible - consult factory 

SPECIFICATIONS
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Power

ORDERING LOGIC

Driver Mounting
Model Location Dimming Location Output CRI * C.C.T. Reflector Shell Options

C3SM - - - -
R=Remote N=None D=Damp 07=700 lm 83=83 27=2700K 20=20° XX
D=Deep P=Phase W=Wet 10=950 lm 98=98* 30=3000K 40=40° (see chart on page 4)
     Canopy V=0-10V 13=1300 lm 35=3500K 60=60°

Z=Other 20=2000 lm 40=4000K ZZ=Custom
30=3000 lm

* 98 CRI not available in 3000 lm

Example Part Number: C3SM-NND-20832740-S3
CORE 300 SX Surface Mount - Remote Driver, No Dimming, Damp Location - 2000 lm, 83 CRI, 2700K, 40° Reflector - S3 Red Shell

Job

Type

Part #

Notes

4001580

LOCATION

WET!"# DIMMABLE
I N D O O R

OUTDOOR

Dimming 0-10V or phase dimming to 10% standard; DALI, DMX and 1% dimming available 

GroupLighting
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